


Welcome to Premium Outlets, we are excited to invite you
into our Tenant line up. The following presentation will guide you
through our Storefront guidelines, tailored to enhance vyour
business and our Shopping Center.

The purpose of this Criteria is to ensure a tasteful, quality
image for the Retailer. All elements within Tenant’s Storefront
Display Areas must receive the Landlord’s written approval prior
to installation. The guidelines set forth shall not limit the
Landlord’s right to reject or require modification of any Tenant
submittal.



Within the storefront display zone, the side walls and display window area design solutions and materials
are expected to be of the highest quality and will be closely reviewed by LL for design and use. Tenants
are responsible for appearance and maintenance of display areas and for ensuring the cleanliness of both
interior and exterior surfaces of the storefront display windows and doors. Show windows must be done in
good taste and professionally executed.

Display walls behind storefront glass are to be a minimum of 2°0” from windows. Proposed signage,
illuminated or not, on the display walls should be creative and integrated into overall design to enhance a
Tenant’s identity and branding. Tenant’s name and/or logo is allowed, however, other brand names may
only be permitted if such has been provided for in Tenant’s lease agreement and had been approved by
LL. Size, type and quantity of display wall signage allowed is to be determined by LL and local code
restrictions where applicable. Only 75% of the glass storefront area may be utilize  d for display walls,
subject to LL approval.

Digital signage or elements, if used, must also be a minimum of 1'0” from windows and incorporated into
the overall storefront design and merchandising package. Digital screen design, size and content to be
approved by LL and is allowed to enhance store design and showcase Tenant’s brand. Tenant shall
promptly remove any content that LL has not approve d. Digital type monitors or screens must be
encased within attractive display fixtures to conceal all surfaces from every view, except for the screen
surface. All wiring to be concealed. No speakers allowed in the storefront or store interior which would
allow sounds to be heard in the common areas of center or in adjacent Tenant spaces. NO POLE TYPE
MOUNTED DIGITAL DISPLAYS WILL BE ALLOWED.

Display fixtures and/or signs must be positioned a minimum of 18” from storefront glass.

Security type pedestals or fins to be mounted to storefront mullions at side of each .
door with all wires concealed, no wire mold allowed.







The LL reserves the right to require Tenant to remove, repair or restore any
storefront display or signage that LL considers to be in poor taste or
unprofessional.

STRICTLY PROHIBITED:

» Blacking out or painting of windows, including seasonal themes.

« Banners.

» Use of tape on windows, doors or storefront frames.

» Display or use of multiple product boxes (such as shoe boxes) in windows or
displays

* No attaching of merchandise to windows or doors.

* No removal or relocation of storefront entry doors or door hardware without
specific LL approval.

* No security alarm boxes, bells, lights or sirens attached to any portion of exterior
facing side of storefront. Alarm placement on exterior rear wall of leased
premise subject to LL approval.

* No floor mount pedestal or under slab antenna type security systems.

» Exposed security grills or metal gates. Only those that can be concealed during
normal business hours will be considered and approved by LL.

» Blocking entrances with cartons or boxes used for shipping or storage.



Tenant may use the following specified clear window tint options applied to the inside of glass only,
with LL approval:

“Armorgard” by Solar Gard

e 2 mil. Clear (standard)
* 4 mil. Clear (security)
o 7 mil. Clear (security plus)

This Clear film rejects approximately 99% of UV by provides no protection from heat.

“Panorama Hilite 70”
This is an advanced film type that is clear on the glass, but rejects 55% of solar energy,

including 95% of near infrared (heat from the sun).

“Madico Safety Shield 1500”
Clear film, holds broken glass together and rejects 99% UV rays.



Incandescent, HID (Xenon gas) or similar color light source is permitted as approved by LL. Fluorescent lighting
or sodium type is NOT allowed for storefront display lighting purposes.

All lighting fixtures must be “UL” approved.

Storefront windows, displays and entrances shall be illuminated during center operation hours.

Tenant is responsible for all maintenance, repair and bulb or fixture replacement for any lighting within Tenant’s
space.

Ceiling display grids must be installed tight to ceiling and a minimum of 18” away from storefront glass.

Surface mounted adjustable track style or recessed type lighting mounted to the back of storefront soffit may be
utilized to illuminate window display area, but must be hidden and not visible from exterior side of glass. See
graphic below showing acceptable fixture mounting/placement.

CORRECT INSTALL



All signs on exterior of storefront and within the storefront display area (within 3'0” of storefront | ease line), must be
specifically approved by LL.

Exterior Store Identification Signage — LL permits permanent store identification signage under provisions contained in the Tenant Sign
Criteria document specific to each center, which can be found in the center’'s Tenant Info Package. Each center’s criteria document is in
compliance with local regulations and has been adopted by the local governing authority having such jurisdiction. Please consult the
center’s sign criteria document for Primary, and if applicable, Secondary building signage specifications and installation requirements.
All exterior signage must be removed and facade repaired and repainted to LL’s satisfaction upon expiration or termination of the lease.

Rear Service Door Signage — LL provides standard service door signage. Any variations must be approved by LL if allowed by code.

Storefront Door & Window Signage — For the purpose of store identification or design, Tenant name/logo vinyls in white, black, frosted or
corporate branding colors, each to be no larger than 1 s.f. maximum in size, may be submitted for LL approval for 2" surface application
on the inside of each entry door and every other alternate window as shown on the next page. Tenant names featuring taglines with
multiple concepts or sizes, i.e. “Kids”, “Men”, “Petites”, will be allowed with LL approval on alternating windows only. BOPIS type vinyls
to be reviewed individually by onsite center management team for approval.

“Safety logos or symbols” for display windows (4" discreet repetitive graphically designed shapes or logos), may be applied to inside
of storefront glass panels if approved by LL for the sole purpose of identifying transparent surfaces for customer safety, only when
no other solution can be utilized.

“Employment Opportunity” and other standard information signs as deemed necessary are provided by LL and shall be affixed to the
left edge of the window immediately adjacent to the right of entry doors as shown in diagram by center management staff. Such
signage shall only be permitted to be affixed with clear suction cups.

“Standard Icon clings” such as no food, no drink, no smoking, free wi-fi and store hours, etc. shall be provided by LL and affixed to
interior of glass by center management staff as shown in diagram.

One “Alarm” vinyl is allowed to be placed on inside of glass, in the extreme lower right corner of right door area.

“Handicap Access” vinyl clings are permitted and shall be placed on the inside of glass according to ADA or local jurisdiction code
requirements under the supervision and approval of the LL.

PROHIBITED DOOR/WINDOW SIGNS: NO Tenant provided employment opportunity or standard information signs are allowed. NO credit
card or check acceptance signs may be placed on storefront glass.

LL reserves the right to require Tenant, at its’ expense, to remove any storefront signage considered to be non-complying or unprofessional
and all door and window signage must be removed upon expiration or termination of Tenant’s lease.



WINDOW SIGNAGE

ENTRY DOOR SIGNAGE

NOTE: 42" max. height to top of vinyl applies to
most centers, however, if knee walls or other
architectural elements, max. height may differ.




LL PROVIDED INFO SIGNS
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Promotional, sale or seasonal type signage is permitted in T enant’s storefront display
area with LL's approval of the design and length of promotion period. This type of
sighage may be allowed to cover up to a maximum of 30% of the storefront glass area.

ALL promotional signage must be professionally produced and cannot be affixed to storefront doors.
Window vinyl type signage must be applied to inside of glass by a professional.

Such promotional signage intended to be visible through the storefront glass area may either be incorporated
into a window display or be temporarily suspended with monofilament (nylon fishing line), no closer than 12” from
inside of storefront glass, as shown in diagram on the following page.

Individual sign panels, if made of fabric or a lightweight material, must be weighted to prevent curling.

All interior posters or banners shall also be considered “Promotional Signage” and as such, be subject to all rules
governing same. The area allowed for interior posters or banners may not exceed 1 s.f. per lineal foot of
storefront. In no case may an interior poster or banner, which is not part of a window display, be hung closer
than 15’ from the storefront glass area.

Center management will require Tenant removal of any signage facing common areas that is deemed
inappropriate or offensive.

Note: LL approval may be superseded by local municipality codes or regulations. Tenant is responsible to obtain any
required permits for such signage.

PROHIBITED: NO handmade signs or personal computer type graphics allowed. NO “A-Frame”, poster holder or other type
of free standing signs may be placed outside of lease line at any time. NO merchandise shall be placed outside of lease line,
unless specifically permitted by center management for special events such as sidewalk sales.
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MONOFILAMENT HANGING OF PROMO SIGNS

VINYL CLING TYPE PROMO SIGNS 12
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Tenant store design may prompt requests for blocking out window areas of a leased premise. While it is LL's preference for
all storefront windows to be designed for display type purposes, LL will consider lifestyle graphics representing Tenant’s
logo, identity and branding for coverage of a portion of Tenant’s windows on an individual basis. Allowed window coverage
varies by center, architectural conditions, window configurations and local code requirements. Lifestyle graphic requests for
storefront glass or in Tenant'’s storefront display area must be submitted and approved by LL.

All approved lifestyle graphics to be applied 2" surface, to inside of glass ONLY. No exterior application allowed.
Graphics must be applied by a professional, showing no bubbles, tears or other damaged vinyl issues.

Graphics must cover entire glass area, no light leaks at seams or edges.

Damaged or faded graphics must be replaced within a reasonable time period.

Tenant must provide access to allow for the changing of the graphics throughout the lease period. Replacement
graphics must again be submitted to LL for approval before they can be installed.

In certain instances, where code allows and LL approves, Tenant’'s may be allowed exterior wall mounted light
boxes. The light box graphics will fall under same requirements as above. Size and specs for approved light
boxes will vary based on architectural conditions, code requirements and overall storefront design.

Note: LL approval may be superseded by local municipality
codes or regulations. Tenant is responsible to obtain any
required permits for such signage.

PROHIBITED: NO installation of gypboard, drywall or other
materials will be allowed up against the inside face of storefront
glass. Interior walls, framing, permanent fixtures or other
opaque items may NOT be placed adjacent to existing storefront
glass that does not have a lifestyle graphic applied to the inside
surface. There must be access to replace graphic when needed.
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STOREFRONT GLASS
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BEFORE GRAPHICS:

BARRICADES
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During construction, Tenants are required to announce their opening, present their brand identity and
block all in-suite construction from common shopping areas by covering the inside of storefront glass with
branded graphics. Construction graphic designs for storefront glass or exterior barricade when storefront
work is necessary, must be submitted and approved by LL.

Storefront Glass

All approved construction graphics to be applied 2" surface, to inside of glass ONLY. No exterior application
allowed.

Graphics must be applied by a professional, showing no bubbles, tears or other damaged vinyl issues.
Graphics must cover entire glass area, no light leaks at seams or edges.
PAINTING OR “BLACKING OUT” OF WINDOWS IS NOT ALLOWED.

Barricades

Required for any construction that goes beyond or on the storefront wall system of Tenant’s space. All work areas
must be inaccessible for customers or store employees.

Design must be approved in writing by LL prior to installation. Lifestyle type graphics must completely wrap the
entire barricade face and sides, including any access doors. No visible seams or fasteners.

Acceptable material for barricade would be %2 plywood, smoothed and painted white on exterior facing side.
Barricade vinyl must be opaque type and be minimum class C certified for flame spread.

Graphics must be installed within 48 hours of construction commencement.

See graphic illustration of typical barricade on next page for specifications.

Note: LL approval may be superseded by local municipality codes or regulations. Tenant is responsible to obtain any required permits for such signage.
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Section Detail

Barricade notes : LL approval may be superseded by local municipality codes or regulations. Tenant is
responsible to obtain any required permits for such barricade and signage.

Woodbury — This center does not allow for upper bracing to be attached to storefront facades.
Barricade to be “open air” type.

LVPO South — Specific interior barricade details are available from the center management team onsite.
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Signs which simulate or imitate in size, color, lettering or design, any traffic sign or signal, or which makes use of
the words “STOP”, “LOOK”, “DANGER?”, or any other words, phrases, symbols or characters in such a manner to
interfere with, mislead or confuse traffic, are prohibited.

Signs referencing anything of any obscene, indecent or immoral nature or unlawful activity are prohibited.

Signs consisting of, or giving the effect of moving, swinging, rotating, flashing, blinking, scintillating, fluctuating or
having animated light or sound is typically prohibited. Special circumstances may warrant and will be considered
by LL individually.

Signs installed for the purpose of advertising a project, event, person or subject not occurring on center property
is prohibited unless specifically authorized by LL.

Repetitive WEB address signs (.com) will not be allowed in display areas.

Placement of signs in the walkway area in front of stores, or preventing free ingress to or egress from any door,
Is strictly prohibited.

Signs implying or stating that a store will be closing such as “Going out of Business”, “Bankruptcy Sale”, “Closing
Store”, “Lost our Lease”, “Everything Must Go”, etc. are strictly prohibited.

Displays, other than temporary decorative holiday lighting during November/December months, which consists of
unshielded light bulbs or light bulb strings, are prohibited unless otherwise specifically approved by LL.

Signs affixed to any vehicles, trucks or trailers which advertise, identify or provide direction to a use or activity
not related to its lawful making of deliveries of merchandise or service are prohibited.

Flyer distribution for any purpose outside of Tenant’s leased premise is prohibited.
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